
Application  
 

• Specially developed for wet cleaning application.  

• For treating of wool fabrics.  

• Can be used at all water hardness levels.  

• Suitable for automatic dosing.  

 

Properties  
 

• Contains a high amount of lanolin, which gives a 
natural protection layer on wool.  

• For washing as from 20°C.  

• Pleasant and long sustaining perfume present.  

 

Instructions for use 
 

Recommended dosage: 

 

Soiling level  ml/kg dry fabrics  
Light  5,0 – 10,00  
Medium  10,0 – 20,0  
Heavy  20,0 – 30,0  
 

 

 

 

 

 

 

 

 

Physico-chemical properties 

 

Density: 1.0 g/ml  
Total alkalinity (1%): 0.05 g/l Na2CO3  
Active alkalinity (1%): 0.00 g/l Na2O  
pH (100%): 5.3  
Viscosity: 65 mPa.s  

 

Composition & Safety  
 

< 5 % Polycarboxylates 
15 - 30 % Non-ionic surfactants  
 
Contains also colour and fibre protectors, solvents, 
stabilizers, dispersants, perfume. 
 

 
GHS05 

UN 3082 
 
Meets European directives on the classification, 
packaging and labelling of dangerous chemical 
substances and preparations. 
 

Storage 
 

Use above 5°C. Store above 0°C. 
 

Packaging 
 

Canister 20 kg 
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